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persons on the most populated facility 
that the standby vessel is designated to 
assist. 

(b) Equipment required by paragraph 
(a) of this section must be to the satis-
faction of the Officer in Charge, Marine 
Inspection. 

§ 143.407 Manning. 

Standby vessels must be crewed in 
accordance with their certificate of in-
spection for 24 hour operation. The Of-
ficer in Charge, Marine Inspection, 
may require the crew to be augmented, 
as necessary, to provide for maneu-
vering the standby vessel, for lookouts, 
for rigging and operating retrieval 
equipment, and for caring for sur-
vivors. 

PART 144—LIFESAVING 
APPLIANCES 

Subpart 144.01—Manned Platforms 

Sec. 
144.01–1 Life floats. 
144.01–5 Location and launching of life 

floats. 
144.01–10 Equipment for life floats. 
144.01–15 Alternates for life floats. 
144.01–20 Life preservers. 
144.01–25 Ring life buoys. 
144.01–30 First-aid kit. 
144.01–35 Litter. 
144.01–40 Emergency communications equip-

ment. 

Subpart 144.10—Unmanned Platforms 

144.10–1 Lifesaving equipment. 
144.10–10 Other lifesaving equipment. 

Subpart 144.20—Requirements for U.S. and 
Undocumented MODU’s 

144.20–1 Applicability. 
144.20–5 Exposure suits. 

Subpart 144.30—Requirements for Foreign 
MODU’s 

144.30–1 Applicability. 
144.30–5 Exposure suits. 

AUTHORITY: 43 U.S.C. 1333d; 46 U.S.C. 
3102(a); 46 CFR 1.46. 

Subpart 144.01—Manned 
Platforms 

§ 144.01–1 Life floats. 

Each manned platform shall be pro-
vided with at least two approved life 
floats. The life floats shall have suffi-
cient capacity to accommodate all per-
sons present at any one time. 

[CGFR 56–4, 21 FR 903, Feb. 9, 1956] 

§ 144.01–5 Location and launching of 
life floats. 

The life floats shall be distributed in 
accessible locations and mounted on 
the outboard sides of the working plat-
form in such a manner as to be readily 
launched. 

[CGFR 56–4, 21 FR 903, Feb. 9, 1956] 

§ 144.01–10 Equipment for life floats. 

(a) Each lifefloat shall be provided 
with a painter. This painter shall be a 
manila rope not less than 23⁄4 inches in 
circumference and of a length not less 
than three times the distance from the 
deck where the lifefloat is stowed to 
the low water line. Alternatively, the 
painter may be of other material pro-
vided it has equal strength to the size 
of manila rope specified and is not less 
than 1⁄2 inch in diameter. 

(b) Each life float must have a water 
light of an approved automatic electric 
type constructed in accordance with 46 
CFR Subpart 161.010, except a water 
light constructed in accordance with 
former 46 CFR Subpart 161.001 that was 
installed before January 1, 1972, may be 
retained in an existing installation as 
long as it is maintained in good condi-
tion. The water light must be attached 
to the life float by a 12-thread manila 
or equivalent synthetic lanyard not 
less than 2 meters (6 feet) nor more 
than 4 meters (12 feet) in length. The 
water light must be mounted on a 
bracket so that when the life float is 
launched, the water light will pull free 
of the bracket. 

(c) Two paddles shall be provided for 
each life float. The paddles shall not be 
less than five feet nor more than six 
feet long. The paddles shall be stowed 
in such a way that they will be readily 

VerDate Aug<31>2005 10:38 Sep 03, 2008 Jkt 214130 PO 00000 Frm 00169 Fmt 8010 Sfmt 8010 Y:\SGML\214130.XXX 214130er
ow

e 
on

 P
R

O
D

1P
C

64
 w

ith
 C

F
R



160 

33 CFR Ch. I (7–1–08 Edition) § 144.01–15 

accessible from either side of the life 
float when in the water. 

[CGFR 56–4, 21 FR 903, Feb. 9, 1956] 

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 144.01–10, see the List of 
CFR Sections Affected, which appears in the 
Finding Aids section of the printed volume 
and on GPO Access. 

§ 144.01–15 Alternates for life floats. 
(a) Approved lifeboats, approved life 

rafts or approved inflatable life rafts 
may be used in lieu of approved life 
floats for either all or part of the ca-
pacity required. When either lifeboats 
or life rafts are used approved means of 
launching will be required. Inflatable 
life rafts, when used, shall be distrib-
uted and mounted as required for life 
floats under § 144.01–5. 

(b) The equipment required for a life-
boat is a bailer, boat hook, bucket, 
hatchet, lantern, life line, two life pre-
servers, matches, full complement of 
oars and steering oar, painter, plug, 
and rowlocks, of the same type, kind, 
and character as required for lifeboats 
carried on vessels engaged in navi-
gating bays, sounds, and lakes other 
than the Great Lakes, and rivers. 

(c) The equipment required for a life 
raft is a boat hook, life line (if not a 
Type A life raft), full complement of 
oars and steering oar, painter, and 
rowlocks of the same type, kind, and 
character as required for life rafts car-
ried on cargo and miscellaneous vessels 
navigating on bays, sounds, and lakes 
other than the Great Lakes. 

(d) Inflatable liferafts shall be ap-
proved by the Coast Guard under ap-
proval series 160.151. An approved 
‘‘Limited Service’’ or ‘‘Ocean Service’’ 
liferaft installed on board a platform 
before May 9, 1997, may continue to be 
used to meet the requirements of this 
section provided it is maintained in 
good and serviceable condition. 

[CGFR 56–4, 21 FR 903, Feb. 9, 1956, as amend-
ed by CGFR 60–35 25 FR 10132, Oct. 25, 1960; 
CGD 85–205, 62 FR 35392, July 1, 1997] 

§ 144.01–20 Life preservers. 
(a) An approved life preserver shall 

be provided for each person on a 
manned platform. The life preservers 
shall be located in easily accessible 
places. 

(b) All kapok and fibrous glass life 
preservers which do not have plastic- 
covered pad inserts shall be removed 
from service. 

(c) Each life preserver carried on a 
manned platform must have a personal 
flotation device light that is approved 
under Subpart 161.012 of 46 CFR Part 
161. Each light must be securely at-
tached to the front shoulder area of the 
life preserver. 

(d) Each life preserver carried on a 
manned platform must have at least 
200 sq. cm (31 sq. in.) of retroreflective 
material attached on its front side, at 
least 200 sq. cm on its back side, and at 
leat 200 sq. cm of material on each of 
its reversible sides. The material must 
be Type I material that is approved 
under 46 CFR 164.018. The material at-
tached on each side of a life preserver 
must be divided equally between the 
upper quadrants of the side, and the 
material in each quadrant must be at-
tached as closely as possible to the 
shoulder area of the life preserver. 

[CGFR 60–35, 25 FR 10132, Oct. 25, 1960, as 
amended by CGD 78–160, 47 FR 9383, Mar. 3, 
1982; USCG–1998–3799, 63 FR 35530, June 30, 
1998] 

§ 144.01–25 Ring life buoys. 
(a) Each manned platform must have 

at least four approved ring life buoys 
constructed in accordance with 46 CFR 
Subpart 160.050; except ring life buoys 
approved under former 46 CFR Subpart 
160.009 may be used as long as they are 
in good and serviceable condition. One 
ring life buoy must be placed on a suit-
able rack on each side of a manned 
platform in an accessible place. The 
ring life buoy must always be capable 
of being cast loose and may not be per-
manently secured in any way. 

(b) Each ring life buoy must have a 
water light of an approved automatic 
electric type constructed in accordance 
with 46 CFR Subpart 161.010. A water 
light constructed in accordance with 
former 46 CFR Subpart 161.001 that was 
installed before January 1, 1972 may be 
retained in an existing installation as 
long as it is maintained in good condi-
tion. The water light must be attached 
to the ring life buoy by a 12-thread ma-
nila or equivalent synthetic lanyard 
not less than 1 meter (3 feet) nor more 
than 2 meters (6 feet) in length. The 
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